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SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE PARGRAPHS (BOLD AND ITALICISED) WHERE APPLICABLE UNDER THE
APPROPRIATE ARTICLES OF THE RESILIENT SHEET FLOORING SECTION OF THE
SPECIFICATIONS. SPECIFIERS ARE RESPONSIBLE TO DETERMINE THE APPLICABILITY
OF EACH PARAGRAPH WITHIN THE CONTEXT OF INDIVIDUAL PROJECTS, AND EDIT
THEM ACCORDINGLY. FLASHCOVE™ PREFABRICATED BASES INC. DOES NOT
WARRANT THAT EACH STATEMENT IN ITS UNEDITED FORM IS APPLICABLE TO ANY
AND ALL PROJECT CONDITIONS.

THE FOLLOWING IS NOT A COMPLETE RESILIENT FLOORING SPECIFICATION SECTION.
IT IS MERELY A REPRESENTATION OF FORMAT AND ARTICLES FOR THE SPECIFIER TO
USE TO SUPPLEMENT HIS/HER RESILIENT FLOORING SPECIFICATIONS.

SECTION NUMBERS ARE LISTED IN BOTH MASTERFORMAT™1995 AND
MASTERFORMAT™2004 VERSIONS. SPECIFIER SHALL SELECT APPROPRIATE
FORMAT.

1 GENERAL

1.1 SECTION INCLUDES
SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING PARAGRAPH UNDER "SECTION INCLUDES". SUPPLEMENT/EDIT AS
APPROPRIATE.
.1 Provide integral prefabricated flashcove base including seaming,
[accessories,] and adhesives where indicated on drawings or finish
schedules.

1.2 QUALITY ASSURANCE

SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD

THE FOLLOWING UNDER "QUALITY ASSURANCE". SUPPLEMENT/EDIT AS

APPROPRIATE. SELECT EXPERIENCE LEVEL REQUIRED.

.1 Applicators
.1 Applicators of integral prefabricated flashcove bases shall

have a minimum of [three][five] ([3][5]) years documented
experience in the installation of resilient sheet flooring, and
shall be certified by the manufacturer as an "approved
installer", having received any and all training necessary.
Submit documentation to the Consultant prior to
commencement of work of this section.

2 Pre-application Meeting
.1 Convene a pre-application meeting for the integral
prefabricated flashcove bases specified in this section.
Attendees must include, as a minimum, representatives of the
following:
.1 Contractor (Site Superintendent & Project Manager),
.2 Application Subcontractor (Site Foreman & Project
Manager),
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.3 Product Manufacturers and/or Distributors (Technical
Representatives),
.4 Related Subcontractors, and
.5 Consultant.

Pre-application meeting shall cover, as a minimum, the
following items:

.1 Jobsite Health & Safety,

2 Jobsite conditions,

.3 Applicator personnel & qualifications,

.4 Material specifications & installation procedures,

.5 Manufacturer/distributor review of installation, and

.6 Scheduling & coordination with other subtrades.
SPECIFIER'S NOTE: SPECIFY MOCK-UPS FOR LARGE PROJECTS ON NEW WORK
ONLY.

.3 Mock-up
.1 Construct a mock-up of the integral prefabricated flashcove

1.3 SUBMITTALS

base specified in this section, for review by the Consultant, in
accordance with section 01450 [01 43 39].

Construct mock-up minimum 1.5m x 1.5m (5 ft. x 5 ft.) with
one completed inside [and one outside] corner, in specified
material and colour.

Notify the Consultant of completion of mock-up and allow
minimum 48 hours for review.

Where approved by the Consultant, mock-up may remain as
part of the Work. Approved mock-up shall serve as the
minimum acceptable standard for the remainder of the
installation.

Where mock-up is rejected, correct deficiencies or replace
mock-up as directed by the Consultant, and request
subsequent reviews until approved.

SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "SUBMITTALS". SUPPLEMENT/EDIT AS APPROPRIATE.
.1 Integral Base Samples

.1

Submit duplicate 102mm x 102mm (4" x 4") samples of
prefabricated flashcove bases in accordance with Section
01330 [01 33 23].

Samples shall be representative of riser height and toe
lengths specified, and shall represent one completed inside
corner and one completed outside corner, with seams sealed
and finished.
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.3 Produce samples in specified flooring materials and selected

colours.

.2 Closeout Submittals
.1 Maintenance Materials: Deliver [6.1m (20ft.)] in 3.05m (10ft.)
lengths, of prefabricated flashcove bases for each colour and
type of flooring material used in the Work, for maintenance
use in accordance with Section 01780 [01 78 46].

2 Maintenance Data: Provide care and maintenance data for
prefabricated flashcove bases for incorporation into
Operations and Maintenance manual.

SPECIFIER'S NOTE: WHEN SPECIFYING PROJECTS UNDER THE LEED GREEN
BUILDING RATING SYSTEM, DETERMINE THE REQUIREMENTS FOR FLASHCOVE
PREFABRICATED BASES, AND WHERE APPLICABLE ADD THE FOLLOWING UNDER
"SUBMITTALS". SUPPLEMENT/EDIT AS APPROPRIATE.
.3 [LEED® Requirement Submittals]
.1 Submit manufacturer's certification of conformance with the
following in accordance with the LEED requirements of this
project specified under sections 01352 [01 35 20] and 01610
[01 61 10]:
.1 Indoor Environmental Quality
.1 [Credit 3.1 — Construction IAQ Management Plan
(During Construction)]
.2 [Credit 4.1 — Low-Emitting Materials (Adhesives
and Sealants)]

14 DELIVERY, STORAGE AND HANDLING
SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "DELIVERY, STORAGE AND HANDLING". SUPPLEMENT/EDIT
AS APPROPRIATE.
.1 Deliver prefabricated flashcove bases in original packaging clearly
labelled with project information, flooring material, location, and
other pertinent information clearly identified.

2 Store materials flat on clean, dry floor area, away from construction
activities so as to prevent damage.

.3 Remove packaging prior to installation and allow prefabricated
flashcove bases to acclimatize according to the manufacturer's
recommendations.

1.5 SEQUENCING AND SCHEDULING

SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "SEQUENCING AND SCHEDULING". SUPPLEMENT/EDIT AS
APPROPRIATE.
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.1 Coordinate installation of prefabricated flashcove bases with

resilient sheet flooring installation.

1.6 ENVIRONMENTAL REQUIREMENTS

SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "ENVIRONMENTAL REQUIREMENTS". SUPPLEMENT/EDIT AS
APPROPRIATE.

.1 Maintain ambient air temperature at flooring installation area above
20°C (68°F) for a minimum of 72 hours prior to installation, during
installation, and for a minimum of 72 hours after installation.
Temporary heat is not acceptable.

2 PRODUCTS

21 MATERIALS
SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "MATERIALS". SUPPLEMENT/EDIT AS APPROPRIATE.

RISER DIMENSIONS ARE A MINIMUM OF 76MM(3") AND A MAXIMUM OF 305MM (12").
MAXIMUM LENGTH IS 3.05M (10FEET).
TOE DIMENSIONS ARE A MINIMUM OF 85MM(3 3/8") AND A MAXIMUM OF 305MM (12").
MAXIMUM LENGTH IS 3.05M (10FEET).

.1 Pre-Fabricated Cove Bases: fabricated from same materials and
dye lots as resilient flooring, in maximum practical lengths, with
38mm x 38mm (1%" x 122") formed aluminum reinforcing bonded to
back of base material; as manufactured by FlashCove™
Prefabricated Bases Inc., Markham ON (800.334.5147), and as
follows:

.1 Riser: [102]mm ([4]").
2 Toe: [76]mm ([3 3/8]").

2 Metal Base Cap: for adhesive installation; stainless steel "chiklet"”
cap by FlashCove™ Prefabricated Bases Inc., Markham ON
(800.334.5147).

2.2 ADHESIVES
.1 Adhesives

.1 Integral Base: Low-VOC premium cove base adhesive, as
recommended by the prefabricated flashcove base
manufacturer.

3 EXECUTION

3.1 EXAMINATION
SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "EXAMINATION". SUPPLEMENT/EDIT AS APPROPRIATE.
.1 Examine substrates to receive prefabricated flashcove bases and
ensure the following conditions are met prior to installation:
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.1 Ensure concrete floors are dry by using test methods

recommended by manufacturer, and exhibit negative alkalinity,
carbonization or dusting.

2 Moisture test results should meet the flooring manufacturer's
recommendations but shall not exceed 0.5kg/100m?/24 hours
(5 Ibs/1000ft?/24 hours). Alkali readings shall be 5 to 9.

.3 Surfaces shall be level to within 3mm in 3m (1/8" in 10 feet).
.4 Surfaces shall be free of all deleterious materials.

3.2 INSTALLATION
SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING SUBHEADING AND PARAGRAPHS UNDER "INSTALLATION"
SUPPLEMENT/EDIT AS APPROPRIATE.
.1 Integral Base Application
.1 Provide pre-fabricated cove base for all integral base as
indicated in finish schedules.

.2 Dry-fit base; cut and fit material to required lengths. Mitre-cut
inside and outside corners.

.3 Dry-fit, and cut metal cove cap prior to base installation.
.4 Scribe glue line on walls and floor at edge of base material.

.5 Apply adhesive in full spread (100% coverage on two
surfaces) for full length of base material. Apply base to wall
surface straight and level.

.6 Slide cove cap behind base material.

7 Hand roll base material onto wall and floor surface, and
remove all bumps, ripples, and fishmouths. Remove all excess
adhesive.

.8 [Heat weld][Seam seal] all seams (vertical and horizontal) in
base material.

3.1 PROTECTION OF FINISHED WORK
SPECIFIER'S NOTE: WHEN SPECIFYING FLASHCOVE™ PREFABRICATED BASES, ADD
THE FOLLOWING UNDER "PROTECTION OF FINISHED WORK". SUPPLEMENT/EDIT AS
APPROPRIATE.
.1 Protect prefabricated flashcove bases from scratches, gouges, scuff
marks and other damage from time initial surface protection
application, until final inspection.

END OF SECTION




